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STAINLESS STEEL JUNCTION BOX
EMBEDDED IN STRUCTURE, 6''x6''x6",
WITH WEATHERPROOF COVER

3/4” RGS CONDUIT €t
FOR FUTURE USE

STAINLESS STEEL JUNCTION BOX
EMBEDDED IN STRUCTURE, 8"x8'x6"

3/4” METALLIC COATED
FLEXIBLE CONDUIT
FOR PIER LIGHTING

120V GFI RECEPTACLE
MOUNTED 4" ABOVE

JUNCTION BOX
EMBEDDED IN
CONCRETE CURB,
4% 4% 3

TREE GRATE 120V GFI RECEPTACLE

(SEE NOTE 1)

PROPOSED ROADWAY

SDATES
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PLOT DATE
FILE NAME
PLOT SCALE

USER NAME

TREATED WOODEN 2'"x4’" DRIVEN
INTO GROUND 24” FOR SUPPORT.

(SEE NOTES 1 &

TREE RECEPTACLE DETAIL

2)

1 1727 PVC IN TRENCH WITH
3-1/C #2 CONDUCTORS Y — 3

1/2* LIQUIDTIGHT FLEXIBLE
CONDUIT WITH 3-1/C #10
CONDUCTORS (SEE NOTE 1)

DIE CAST ALUMINUM

. * m, DRIVEN INTO GROUND 24"

2x4" TO BE CUT TO A POINT
FOR EASE OF INSTALLATION

DEEP FOR STABILITY.

120V _GFI RECEPTACLE

TREATED WOODEN 2"x4”—\

SINGLE GANG BOX ¢
WITH (1) 1/2" CONDUIT
HUB. BOX TO CONTAIN
SINGLE GFI RATED
CONVENIENCE DUPLEX.
BOX IS TO BE COVERED - ALUMINUM SCREWS TO FASTEN
WITH WEATHERPROOF BOX TO TREATED WOODEN 2”x4”
WHILE IN USE TYPE COVER.
172" LIQUIDTIGHT FLEXIBLE —
CONDUIT WITH 3-1/C #10
CONDUCTORS (TYP.)
L
TREATED WOODEN 2"x4"

DIRT LEVEL
172 LIQUIDTIGHT FLEXIBLE s ™
- #* e
CONDUIT WITH 3-1/C *10 . 3/4" RGS CONDUIT
CONDUCTORS (NO f Rt 3 WITH 3-1/€ *#10
S
PHOTOCELL CONTROL) . \[ e CONDUCTORS
= 1Y \L
TREATED WOODEN 2//x4* < £ éﬂ:ﬁgf)% %X
DRIVEN INTO GROUND 18" = STRUCTURE
FOR SUPPORT. (SEE NOTE 20 [ £ e Fordingd
12
« f 374" RGS CONDUIT WITH
x Y - 3-1/C *10 CONDUCTORS
4 e WITH PHOTOCELL CONTROL
Pe RN a1 % v |
UNDER BENCH LIGHTING P r "
UNIT, 3W LED (TYP. 1 CONDUIT WITH 6-1/C

*10 CONDUCTORS FROM
ROADWAY POLE, AS
SHOWN ON THE PLANS

SEE ARCHITECTURAL L C \ ;
PLANS FOR DETAILS q

‘\ i
\—3/4” CONDUIT (EMPTY) TO PIER

LIGHTING UNITS (WIRING TO BE
DONE BY OTHERS)

374" LIQUIDTIGHT-/
FLEXIBLE CONDUIT JUNCTION BOX
WITH 3-1/C *10

EMBEDDED IN
CONDUCTORS (FROM STRUCTURE
PHOTOCELL CONTROL 4% 43
IN POLE ON TOP OF
BRIDGE)

BENCH LIGHTING DETAIL

SINGLE GANG VERTICAL DUPLEX

WEATHERPROOF COVER. COVER

IS TO BE WHILE IN USE TYPE WITH

INTEGRAL LOCK. CONTRACTOR
TO PROVIDE KEYS TO LOCKS TO NOTES:
CITY OF BATAVIA ELECTRICAL 1. ANY WORK DONE IN TREE WELL TC BE DONE AFTER

DEPARTMENT. TREE IS IN PLACE. RECEPTACLE TO BE PLACED NEAR

THE EDGE OF THE GRATE.

2. DEPTH SPECIFIED IS OPTIMAL. CONDUIT MAY BE
CUT SHORT IF IMPEDED BY LARGE TREE ROQT
OR OTHER DESIGN. ANY DAMAGE TO THE BENCH
UNIT BY DRIVING THE 2"x4” IN TOO FAR WILL
BE REPAIRED AT CONTRACTOR’S EXPENSE.
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